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SITE LIGHTER �SL1� 

HIGHLIGHTS

Linmore LED Labs Site Lighter (SL1) is a superior  
combination of performance, value, and form  
factor. The body of the Site Lighter is 
unique in that it is extruded aluminum 
and exceptional at moving thermal 
energy while the rest of the market uses 
castings or weldments.  Beyond the thermal 
e�ciency of the housing, the aesthetics are modern 
and attractive.  E�cacy averages 165 lumens/watt across our 
models putting the Site Lighter in rare space and bringing 
ultra-low wattages to site lighting.   A variety of optic packages 
direct the light where it is needed.  Built to last, the Site Lighter 
incorporates Linmore�s drivers for years of sustainable ownership.  
When the objective is to maximize value in your exterior lighting 
with power, energy savings, and aesthetics, the Linmore Site 
Lighter is the clear choice.

Optics:
Type 2, Type 3 & Type 5 
Clear, Polycarbonate Lens

E�cacy:
Ultra-High E�cacy-Up to 175 Lumens per Watt
Industry Leading

Construction:
Extruded Aluminum Body
Heavy Duty Powder Coating 
Modern Form Factor

Controls/Sensors:
Linmore LED Driver 0-10V Dimming
Motion/Dimming Sensor
Photo Cell

Mounting Options:

Straight Arm

Trunnion (Yoke)
Mount

Slip Fitter 
(Knuckle Adapter)
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